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FE X Sample Description

0 2 T R P P e
s Lithium Iron Phosphate HEES 12V 100AH
Sample Name Battery Sample Model
MRSk = I AR AR AR AT PR 2 7
Testing laboratory | Guangdong ESTL Technology Co., Ltd.
A Hh g TR AREETT R A I DX B9 5 1R 1 56101, 201-208% .
) Room 101, 201-208, Unit 1, Building 1, No. 9 Headquarters 2nd Road, Songshan
Testing Address Lake Park, Dongguan, Guangdong, China.
S BT — RO A PR A #]
Applicant Huizhou Firstpower Technology Co., Ltd
ZACR AL P AR A TN T A AR L IR UK B Tk X
Applicant Address Taiyang ao Industrial Zone,Baihua Town, Huidong County, Huizhou City,China
il & B T — L A AR A TR A
Manufacturer Huizhou Firstpower Technology Co., Ltd
i p st PR A N T AR B R B Tk X
Manufacturer Taiyang ao Industrial Zone,Baihua Town, Huidong County, Huizhou City,China
Address
FEOS AR 77 LA T (5 i) b RHCE R A
Factory of Cell Ruihaibo (Qingdao) Battery Technology Co., LTD
SRR e B GaBAMFRAE ) S-BBIT hGH38.37
Standard UNITED NATIONS the "Manual of Test and Criteria" (ST/SG/AC.10/11/Rev.7)
Section 38.3.
FEREH 1)

Date of sample
receipt

2023-12-20

3K H 1
Tested date

2023-12-21 to 2024-01-13

K545 Test conclusion:

The Lithium Iron Phosphate Battery submitted by Huizhou Firstpower Technology Co., Ltd. are tested
according to UNITED NATIONS the "Manual of Test and Criteria" (ST/SG/AC.10/11/Rev.7) Section 38.3.
The test items are full items. The test results comply with the relevant requirements of the standard.

P EE M T — H R R AR A PR A R4S (M B R R v, ARPE RS [ GRIQ AR T 35 BAEIT IR 55 38.3
AT, WSO ETE, MRS R S AR A SR
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FEih{5 2 Sample Information

R EL TS WERE
1‘.T$ L 12.8V WUE & | 100Ah
Nominal Voltage Rated Capacity
P 1280Wh Fip -
Watt-hour Trade mark
> i 48 >
| 'E%J:IIE%E 14.4V | L2 b L 10V
Limited Charge Voltage Discharge Cut-Off Voltage
. R RREE 78 FL LR
?ﬁ EE, EE/};T: 5 . JIL
ch c t 100A Max. Continuous 100A
arge t.urren Charge Current
X , R KR SR B
B HL S e
Disch c ¢ 100A Max. Continuous 100A
Ischarge Lurren Discharge Current
> 925 3 .
R BIL R 2.4A %@R* _ 260mm*168mm*209mm
End Charge Current Battery dimensions
LT 5 IFP36130200P1- OHEE
_ 100Ah
Cell Model 100Ah Cell Rated Capacity
A&7

Compound mode

4S1P

Description of the sampling procedure: /

HURERE P A B/

Description of the deviation from the standard, if any: /
IG5 RAFT SR AEI 5 B /

Remarks/#13: :

1. AR PLRARE N

Throughout this report a comma is used as the decimal separator.
2. HERE “7 ROR “ATREHE”, ‘P ERR

”
o

“ﬁj\‘i” , ‘(F” %ﬁ “Z:ﬁj\‘i” ,

“N/A» ﬁi_\‘ “Z:jﬁ

As for the Verdict, “-” means “no need for judgement”, “P” means “pass”, “F” means “fail” and “N/A” means

“not applicable”.

TRF No.: ESTL017-4C
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Summary of testing:

Tests performed (name of test and test clause):

Testitems Sample Number
T.1: Altitude simulation / /& /%

E)

T.2: Thermal test / Ji iR %

T.3: Vibration / #Z 5 B1# - B8#

T.4: Shock / Mk
T.5: External short circuit / 4t

R %

T.6: Crush / $5/& or lmpaetH&h C1#- C10#
T.7 Overcharge / i< 78 H BO# - B16#
T.8: Forced discharge / 5] C11# - C30#
JHCH

The samples’ state is good.

FEAIRGL R AT

Batteries of B1#~B4# B9#~B12 are full charged after one cycle;
% WS I B1#~B4# BO#~B12 A1 IR HRES

Batteries of B5#~B8# B13#~B16 are full charged after twenty-
five cycles;

Z B HB5#~B8#  B13#~B16 251 E A R A
Rechargeable cells of C1#~C5# are 50% charged after one
cycle;

A 78 B HLE C1#~CH# A 1 IR IE IR 5 50 % 7 RS ;

Rechargeable cells of C6#~C10# are 50% charged after twenty-
five cycles;

A 78 B B8 CO#~C 1084 25 1 3 5 50% 78 HUIRES 5

Rechargeable cells of C11#~C20# are full discharged after one
cycle;

7] 78 H HUES C 1 1#~C20# 91 IR A 56 A BUBAR S «

Rechargeable cells of C21#~C30# are full discharged after
twenty-five cycles;

] 78 L LS C21#~C30# N 25 IR R M 576 & TR VIR A+

Testing location:

I R

R REAT M AR PR

Guangdong ESTL Technology Co., Ltd.
7 ARAR AR5 TR L e X K9 5 1R
#6101, 201-208%.

Room 101, 201-208, Unit 1, Building 1, No.
9 Headquarters 2nd Road, Songshan Lake
Park, Dongguan, Guangdong, China.

TRF No.: ESTL017-4C
Issue Date: :2021-08-07
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Test Procedure:

1.Each battery type is subjected to tests T.1 to T.8. Tests T.1 to T.5 are conducted in sequence on the
same battery. Tests 6 and 8 are conducted using not otherwise tested batteries. Test T.7 may be conducted
using undamaged batteries previously used in Tests T.1 to T.5 for purposes of testing on cycled batteries.
B MY B N AT T A BT 8T . Ft 0 ZRH P AEAH R ) — AL b BTG T A £ T.6. I0T.6 M
T8I AE FH A I3 Ak B i ey it o IR T.7 0] DAAE A 2 AT E IR T A TS A FH o R R A0 IR Bt g AT, DA Xt
ATAENE IS 1 e v

2.In order to quantify the mass loss, the following procedure is provided:

Mass loss(%)=(M+-Mz)/Mx100

AT EAFCERSR, AT AR FER K (%)=(M1-M2)/M1x100

Where M; is the mass before the test and M, is the mass after the test. When mass loss does not exceed
the values in Table below, it is considered as "no mass loss".

A MoZIRBSATIBE, M2l ja . WERITE SR AL N RATSIAUE, NN TER B R

Mass M of cell or battery Mass loss limit
PRS8BT Jot & A 2K BRAE
M<1g 0.5%
1gsM<75¢g 0.2%
M>75g 0.1%

3. Intest T.1 to T.4, batteries meet this requirement if there is no leakage, no venting, no disassembly, no
rupture and no fire and if the open circuit voltage of each test battery after testing is not less than 90% of its
voltage immediately prior to this procedure.

EMKTAZT A%, HHRAWE 0B, Tl A, LR A, A MR RbERREr  JF
B B PR AN T HAE AT I — 16 i L 990 %

TRF No.: ESTL017-4C
Issue Date: :2021-08-07




5% 4 5 Report No.: S03A24010049U00601
F6W 17 W

Photos of Samples and Labels/Ff 5 [ A & briR

FirstPower’ LiFePO4

LITHIUM IRON PHOSPHATE BATTERY

FPLI-12100AH 12.8v100an/1280wh CAUTION!

FIRSTPOWER TECHNOLOG

TRF No.: ESTL017-4C
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38.3.4 Procedure / Jli{ 5 3% #U%.
Verdict

38.3.4.1 Test 1: Altitude simulation / Jlli1: & i P

Test cells and batteries shall be stored at a pressure of P

11.6kPa or less for at least six hour at ambient

temperature (20+5°C).

BRI O AR R 92015°C, RAUEJTAA KR T

11.6kpa RS IR T6 AN/,

Requirement / Frif 23K : No leakage, no P

1. Cells and batteries Mass loss limit: <0.1%. vgntmg, no

. . disassembly, no

F b R 51 R<0.1% rupture and no fire.

2. Open circuit voltage not less than 90%,_ The TR THS . L

requirement relating to voltage is not applicable to test TRy TERERLLL L Tk

cells and batteries at full discharged states. g

L o

I S I B N 0

PR SR TR IS T ST B IR I00% LB |y o oo .

SRANE HI T 58 48 58 R R b R RS -

. . IR s WA

3. No leakage, no venting, no disassembly, no rupture

and no fire.

FEMNTCIR . T OARA . OB LR TE KR

B
38.3.4.2 Test 2: Thermal test / ik 2: 5 Z % P

Test cells and batteries are to be stored for

AT RS A G SR A T

1. one temperature cycle: 72+2°C(6h) — -40+2°C(6h).
— IR EAE A A T72+2°C(6h) — -40+£2°C(6h).

2. The maximum time interval between test temperature
extremes is 30 minutes.

TP B 4 5 K RV B T ) 4 30miins

3. This procedure is to be repeated 10 times.

HE10 KIEH.

4. after which all test cells and batteries are to be stored
for 24 hours at ambient temperature (20+5°C).

e ARG, A e S AT e 2025°CH %14 T 4
H24 /NI,

TRF No.: ESTL017-4C
Issue Date: :2021-08-07
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Requirements / FrifE ZoR . No leakage, no P
1. Cells and batteries Mass loss limit: <0.1%. vgntmg, no

. . disassembly, no

B R =47 <0.1% . rupture and no fire.

2. Open circuit voltage not less than 90%, The TR THS. T
requirement relating to voltage is not applicable to test TRy TERERLLL L Tk

cells and batteries at full discharged states. ey

FE At 5 T B H e AN Tk BT T % RS 1190 %, 22
SRANE HI T 58 48058 R R b A R

3. No leakage, no venting, no disassembly, no rupture
and no fire.

PERRNEIIR TR MR R E KIS
A

38.3.4.3  |Test 3: Vibration / Jilit 3: 453 P

The data see table 1.

K IR

1. Cells and batteries are firmly secured to the platform
of the vibration machine.

SRV ZE [ R e R & (B THD L.

2. The vibration :a sinusoidal waveform with a logarithmic
sweep between 7 Hz and 200 Hz and back to 7 Hz
traversed in 15 minutes.

IRENLAETZ B R, LA7THZ 3N ZE200Hz, 4R 5 fE /D [
FITHz N— M, — MEAFRFEE15 708 B0 BT A%
3. the logarithmic frequency sweep is as follows: from 7
Hz a peak acceleration of 1 gn is maintained until 18 Hz
is reached, The amplitude is then maintained at 0.8 mm
(1.6 mm total excursion) and the frequency increased
until a peak acceleration of 8 gn occurs (approximately
50Hz), A peak acceleration of 8 gn is then maintained
until the frequency is increased to 200 Hz.

X BN T B 2ETT AR ORFF 1 gn B RN 52 B 1A
N8 gk, R RIRIERFFE0.8 ZK (EMiE1.6 =
KO IR BB e K L #8gn - (L) 7950 ik
280, B EORINE R AE8gn B2 S G I $200
7.

4. This cycle repeated 12 times for a total of 3 hours for
each of three mutually perpendicular mounting position

of the cell. One of the directions of vibration must be
perpendicular to the terminal face.

PAAR B ) e rp — AN 7 1) i 202 3 ELRE AR, 0 BE
ME=AHAHTEERTT R AR 12 U &N TT 3 AN,
3£9 /B

TRF No.: ESTL017-4C
Issue Date: :2021-08-07
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Requirements / FrifE ZoR . No leakage, no P
1. Cells and batteries Mass loss limit: <0.1%. vgntmg, no
. . disassembly, no
Ff i 2 $515<0.1%. rupture and no fire.
2. Open circuit voltage not less than 90%, The TR, THA . T
requirement relating to voltage is not applicable to test Ty TR TE K
cells and batteries at full discharged states. 4
() o

P At 6 5 T H e AN Tk BT T % RS FR190 %, M 22
SRANE I T 58 AT 5e L ) AR RT R i o

3. No leakage, no venting, no disassembly, no rupture
and no fire.

PERRNEII TR MR R E KIS
iy g

38.3.44  |Test 4: Shock / Jilit 4: it P

The data see table 1.

K IR

Test cells and batteries shall be secured to the testing P
machine by means of a rigid mount which will support all
mounting surfaces of each test battery. Each cell or
battery shall be subjected to a half-sine shock of peak
acceleration of 150 gn and pulse duration of 6
milliseconds. Alternatively, large cells may be subjected
to a half-sine shock of peak acceleration of 50 gn and
pulse duration of 11 milliseconds.

T P S A L gt 7 5 e R ] g 7 QR L R e ek b, AT
PASCHEREAN B U AV ) BT T o AN B B R 3 U
BN EE150 gn. BkeR A6 msi I sZ k4T b, B
K HLC B FH VB NS 250 gns kR [E] 11 mis 22 1E 5% 9%
BEAT P .

Each battery shall be subjected to a half-sine shock of P
peak acceleration depending on the mass of the battery.
The pulse duration shall be 6 milliseconds for small
batteries and 11 milliseconds for large batteries. The
formulas below are provided to calculate the appropriate
minimum peak accelerations.

FEAS F LN FH 2 T SRR ek P 0 R 3k B2 R /N BT L i
B & . /N R FH 6 mis PR ki T) DL AR FEB 82 11
SRR [E] o AR T 2 R T 545 3@ 1) dee NI
.

Battery Minimum peak acceleration

Pulse
duration

150 gn or result of formula
Acceleration (gn)
Small 100850 6ms

batteries =
K mass * )

Whichever is smaller

50 gn or result of formula
Acceleration (gn)
Large 30000

batteries =
K mass *)

Whichever is smaller

11ms

TRF No.: ESTL017-4C
Issue Date: :2021-08-07
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Each cell or battery is subjected to three shocks in the
positive direction and to three shocks in the negative
direction in each of three mutually perpendicular
mounting positions of the cell or battery for a total of 18
shocks.

A FL U R A = LT ) 1 ) 5 2R 2 = ki

B P& AR 23k, FE187K.

P

Requirements / FrifE 23R

1. Cells and batteries Mass loss limit: <0.1%.

B BT 457 4:<0.1%.

2. Open circuit voltage not less than 90%, The
requirement relating to voltage is not applicable to test
cells and batteries at full discharged states.

P At 6 5 T H e AN T BT T B L FR190 %, M 22
SRANE HI T 58 48 58 R R RS A R

3. No leakage, no venting, no disassembly, no rupture
and no fire.

PERRNEII TR MR R E KIS
A

No leakage, no
venting, no
disassembly, no
rupture and no fire.

ol TTHER . TR
Ry TEBR LR TCE K
ME .

The data see table 1.

K IR

38.3.4.5

Test 5: External Short Circuit / JliX5 #2240 1%

1. The cell or battery to be tested shall be temperature
stabilized so that its external case temperature reaches
57+4°C.

TREFRIG I BT IR B Fa e /57 24°C, DA H R al FE b A i 411
KA FEIL2|57+4°C.

2. the cell or battery shall be subjected to a short circuit
condition with a total external resistance of less than 0.1
ohm at 57+4°C, This short circuit condition is continued

for at least one hour after the cell or battery external case
temperature has returned to 57+4°C.

KR IE SRR /NT0.1Q B rBH I B AT R, FEaR I
HPRIRFERE B 5T+4°C G IR FFFLERIRAS 1 /NI LA E

3. the cell or battery must be observed for a further six
hour for the test to be concluded.

X RSB AT — P W6 AN A RE T 4R

Requirements / FrifE ZoR .

During the test and within six hours after test, the cells or
batteries.

MRS FREF LKL ZJG6 AN, BB 5 .
1. External temperature not exceed 170°C.
SR EEA I 170°C.

2. No disassembly, no rupture and no fire.

PRSI CMRR . TRERANTHE KGR

External temperature
not exceed 170°C
SRR AN I 170°C
No disassembly, no
rupture and no fire.

Tofiik. CwRA T E
KILG KA
The data see table 1.

IR K IR

38.3.4.6

Test 6: Impact / Crush / Jllik6: #Ed5 [ /&

TRF No.: ESTLO17-4C

Issue Date:

: 2021-08-07
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Impact (applicable to cylindrical cells not less than 18mm
in diameter).

i GEHTHEAANT18  ZRMEHEEL) .

N/A

1. This test sample cell or component cell is to be placed
on a flat smooth surface.

KB A ity B0 RS T A B RAE — AP 1) T
o

2. A 15.8mmz0.1mm diameter bar is to be placed across
the center of the sample, A 9.1kg mass is to be dropped
from a height of 61+2.5cm onto the sample.

¥ — B AZ15.8mm0.1mm AR A It F vt o i E S
W — 59 1kg+0. 1kg I 7K M 61+2.50m (1 15 FE 7% [m] 1
M o

3. The test sample is to be impacted with its longitudinal
axis parallel to the flat surface and perpendicular to the
longitudinal axis of the 15.8mmz+0.1mm diameter curved

surface lying across the centre of the test sample. Each
sample is to be subjected to only a single impact.

sl ke, N 5 P IH R R TP AT IR SRR
FEFLL M EAE15.8mm+0. 1mm & il R EE . &F—

MAFER G2 — .

N/A

Requirements / FrifE 23R

1. Test cells or component cells external temperature not
exceed 170°C.

LR BT A R ) e e 2 T UL P2 I AN i 170°C
2. No disassembly and no fire within six hours of this
test.

RELAE6 AP, REMEMTEE KRR,

N/A

Crush (applicable to prismatic, pouch, coin/button cells
and cylindrical cells less than 18mm in diameter).

Frik GEH TR, 8%, Wm/dn s meEshT
18 Z KM BRI LD .

TRF No.: ESTLO17-4C

Issue Date:

: 2021-08-07
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1. A cell or component cell is to be crushed between two | The applied force P
flat surfaces. The crushing is to be gradual with a speed |reaches 13 kN £ 0.78
of approximately 1.5 cm/s at the first point of contact. kN.
The crushing is to be continued until the first of the three Wl A5 13 T4
options below is reached. +0.78 T4
L SR oL R ST 1Tl 51 7 9 S 71 9 E WA ) e 8
IR, FESE — AN Hefil b AT EE KL 1 SR . HE I
FEHAT, BRI T =MERZ
(a) The applied force reaches 13 kN + 0.78 kN.
AN 115313 F4£40.78 T4
(b) The voltage of the cell drops by at least 100 mV.
LGOS L IR T B A2 /0100 24K
(c) The cell is deformed by 50% or more of its original
thickness.
FLES AR T K SR 46 5 B2 1R 50% A L
2. A prismatic or pouch cell shall be crushed by applying

the force to the widest side. A button/coin cell shall be
crushed by applying the force on its flat surfaces.

For cylindrical cells, the crush force shall be applied
perpendicular to the longitudinal axis.

PRI B 2 r 8 N AN i ) — TRt s o 2 11/868 T3 T v
LA S R Tt s o [BAT T HRLES S5 i 2 P 7 1)

Requirements / brifE ZR External temperature P
1. Test cells or component cells external temperature not | NOt €xceed 170°C

exceed 170°C. SRR FE AN I 170°C

FLES BTG A R ) e v R T UL PSS B A 170°C No disassembly, no

2. No disassembly and no fire within six hours of this rupture and no fire.

test. Ttk TR MITE

RIGERE6N M2, SRR E KGR A . KIR KA -
The data see table 2.

1A L3R 2.
38.3.4.7 Test 7: Overcharge / JIli 7: i 75 P

TRF No.: ESTL017-4C
Issue Date: :2021-08-07
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1. The charge current shall be twice the manufacturer's | The voltage of the test P
recommended maximum continuous charge current. is 22V, and the current
A2 fiiad | A (R i K ARr 4 78 H HEL RS o 7 FL is 200A. /M HLH:Jy
- i 22V, Hiit H200A.
2. The minimum voltage of the test shall be as follows:

AP b /) HL S A

a) When the manufacturer’'s recommended charge
voltage is not more than 18V, the minimum voltage of the
test shall be the lesser of two times the maximum charge
voltage of the battery or 22V.

AR SR AR 78 L L AN 18V, AR A fee /N A8 HE

HL IRV | X0 78 i K 78 L RS FR) A B A2 22V 2 H Y
BNE

b) When the manufacturer's recommended charge
voltage is more than 18V, the minimum voltage of the
test shall be 1.2 times the maximum charge voltage.

B SR MR T HL LR R 18V, AR TR i/ 7 Fi
FERLR FARE AT R 1.2 .

3. Tests are to be conducted at ambient temperature
20+5°C, The duration of the test shall be 24 hours.

2045°CHIAERIRE T, IRIGFFL24 /M.
Requirements / FrifE 23R P
No disassembly and no fire within seven days of this test.

AIte P AR E7 RN, ROGHHARITEE KN
ZRE.

38.3.4.8 Test 8: Forced discharge / it 8: 5|/ P

Each cell shall be forced discharged at ambient
temperature by connecting it in series with a 12 V D.C.
power supply at an initial current equal to the maximum
discharge current specified by the manufacturer.
20+£5°CHUMEGIR L T, F5 4~ HIERRAE12V 10 B I
ATRIACR, BV IR (R A S A e Ny
GbEYIE =y L9 5 N G N S

The specified discharge current is to be obtained by P
connecting a resistive load of the appropriate size and
rating in series with the test cell. Each cell shall be forced
discharged for a time interval (in hours) equal to its rated
capacity divided by the initial test current (in ampere).

5 7€ RT3 H AT S A TR U s b ) B i RN T
BRI, A O SR A TSR (] /NI 9 8GE
BERUYIGBER (28 .

Requirements / Fr#EZER No disassembly and no P
No disassembly and no fire within seven days of this test. | firé:

KBRS R RIF RIRI R TR, Bk | AR KR,
RRAE. The data see table 2.

IR K L2,

TRF No.: ESTL017-4C
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Table 1: T1-T5/ 1. K4 1-iA55

Sample | Mass prior to | OCV prior to Test 1: Altitude Test 2: Thermal test Test 3: Vibration Test 4: Shock Test 5: External
No./FF | test/ BITHT | test/ Wi simulation Wik 2: L i 3: 45) Wik 4: it Short Circui
BaS | Fi(g) LI (V) PR 1: A Yl 5: S B
Mass Change Mass Change Mass Change Mass Change Temp. (°C)
loss(%) ratio loss(%) ratio loss(%) ratio loss(%) ratio I (°C)
FREK | HIE(%) | FERA | mEL(%) | BESL | BIEH(%) | BEdL | EIEEK(%)
(%) (%) (%) (%)

B1# 10046 13.44 0.000 100.00 0.000 99.55 0.000 100.00 0.000 100.00 57.5

B2# 10049 13.45 0.000 99.93 0.000 99.70 0.000 100.00 0.000 100.00 57.6

B3# 10048 13.43 0.000 100.00 0.000 99.70 0.000 100.00 0.000 100.00 58.0

B4# 10047 13.43 0.000 100.00 0.000 99.63 0.000 100.00 0.000 100.00 57.7

B5# 10046 13.42 0.000 99.93 0.000 99.70 0.000 100.00 0.000 100.00 57.3

B6# 10048 13.43 0.000 100.00 0.000 99.78 0.000 100.00 0.000 100.00 57.8

B7# 10046 13.44 0.000 100.00 0.000 99.70 0.000 100.00 0.000 100.00 58.0

B8# 10047 13.43 0.000 99.93 0.000 99.78 0.000 100.00 0.000 100.00 57.7

TRF No.: ESTL017-4C

Issue Date: 2021-08-07
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Table 2: T6-T8/ %2. i{4:6-i{%:8
Test 6: #mpaet/ Crush Test 7: Overcharge Test 8: Forced discharge
1 MA6: i/ 155 [ R7 3 e 1 A8 5t 1) T
Sample | OCV prior | Temp. ("*C)/| sample No./ | OCV priorto | Sample No./#f | OCV prior to test
No./##h | totest/ i | iy (°C) FEfhG S | test/ iR Ahai S 56 PRI (V)
RS 6 iy LS JE(V)
V)
C1# 3.291 229 Bo# 13.43 C11# 2.672
C2# 3.296 23.1 B10# 13.42 C12# 2.677
C3# 3.289 229 B11# 13.40 C13# 2.681
Ca# 3.293 22.6 B12# 13.41 C14# 2.668
C5# 3.291 22.8 B13# 13.42 C15# 2.663
Co# 3.292 23.0 B14# 13.40 C16# 2.683
C7# 3.291 23.1 B15# 13.41 C17# 2.669
Cstt 3.286 22.8 B16# 13.40 C18# 2.673
Co# 3.293 22.6 - - C19# 2.677
C10# 3.291 23.2 - - C20# 2.679
- - - - - C21# 2.665
- - - - - C22# 2.668
- - - - - C23# 2.673
- - - - - C24# 2.672
- - - - - C25# 2.683
- - - - - C26# 2.669
- - - - - C27# 2.678
- - - - - C28# 2.675
- - - - - C29# 2.663
- - - - - C30# 2.665
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1 AR AN HR N S E N4 TR

The test report is invalid without the signatures of Ratifier, Reviewer and Testing engineer.

2. 3Rk s A A AU N ICRR S 2 HE A TR N TS 3 L SR Y

Objections to the test report must be submitted to ESTL within 15 days.

3. RaAliG=HilFEE, MIMoEHAiRk.

Nobody is allowed to photocopy or partly photocopy this test report without written permission of ESTL.

4. B ILANSARPERE i S BORE, IR ORAIE B 4Rk A0 AR iy DL SIS S SRR R, 5 A D) B0 1 AN AR FELAE T A 5K 4

The client should provide samples and relevant data, at the same time, they should guarantee the
consistence of the product’s name the declared, the samples they provided and the goods to be

transported. Otherwise we will not bear any relevant responsibilities.

5. A it DO IE KGR 3t

The test report is valid for the tested samples only.

6. FEATHE L ARG £ A PR 422 5 A0S e aod s 00 B4 o7 gt A ks 00 P S R o s 28
ESTL'’s liability under no circumstance will exceed the testing fee received from applicant for test

conducted hereof this testing report.

7. AR RBERL .

The test report is invalid if altered.

e SR
--- End of report ---
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